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ANALOGUE PRESSURE GAUGE

Pressure gauge suitable for pneumatic installations. The glycerin dampens pressure  
peaks, mechanical impacts and vibrations, apart from protecting the mechanical 
components of the pressure gauge and enabling precise reading.

Use conditions: press the rubber on the sides to make stable the needle to 0.  
Warning: use only for measurements of pneumatic pressures. They are not designed 
to measure hydraulic pressures.

AISI-304 stainless steel box

Internal components made of copper and brass alloy

Sphere diameter

Length

63 mm

84 mm

Scale
0 to 16 bar
0 to 230 psi

Thread 1/4”
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MANÓMETRO ANALÓGICO

Manómetro indicado para instalaciones neumáticas. La glicerina amortigua los picos 
de presión, impactos mecánicos y vibraciones, además protege los componentes 
mecánicos del manómetro y permite una lectura precisa.

Condiciones de uso: presionar la goma lateralmente para estabilizar la aguja en 0. 

ADVERTENCIA: utilizar únicamente para mediciones de presiones neumáticas.  
¡No están diseñados para medir presiones hidráulicas!

Caja de acero inoxidable AISI-304

Componentes internos de aleación de cobre y latón

Diámetro de la esfera

Longitud

63 mm

84 mm

Escala
0 a 16 bar
0 a 230 psi

Rosca 1/4”


